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FIRESTOP DEVICE
FOR USE IN THROUGH-PENETRATION 

FIRESTOP SYSTEMS
SEE UL FIRE RESISTANCE DIRECTORY 

5N76

CP 681 
Tub Box Kit
Technical Data
Dimensions
10-3/4" x 13" x slab thickness
Application dimension
Creates a 2-1/2" deep recess in the slab
Minimum slab thickness
4-1/2"
Intumescent activation
Approx. 375°F (190°C)
Expansion ratio (unrestricted)
1:10
Temperature resistance
Maximum 212°F (100°C)
Color
Red with white PVC legs and coupling
Storage
Store in dry location

Tested in accordance with
• UL 1479
• ASTM E 814
• CAN4-S115-95M
• ULC-S115-95M

Internationally tested and approved

CP 681
Tub Box Kit

Assembly & Installation instructions for CP 681 Tub Box Kit

System Advantage / Customer Benefits
• Enhanced system stability, no 

additional fastening materials needed
• Unique triangular shape, easier 

to work around rebar
• Pre-cut to customer height,

no additional adjustment required
• Easy assembly, just glue it together

with PVC cement—no special tools
needed

• One product system for all pipe mate-
rials, easy to choose and inspect

• Special elastomeric bushing,
no protecting tape required

• Pipe support products available 
for “one stop buy”

The Hilti cast-in solutions include an 
innovative tub box solution.
• Improved system stability – stable during concrete pouring
• Assembles easily with solvent cement – no additional tools

required
• Triangular shape makes working around rebar easy
• 3 fastening points instead of 4 reduces installation time
• Pre-cut to customer’s height requirement – saves expensive 

field labor costs
• One system for all pipe materials, easy to choose and inspect

The CP 681 Tub Box Kit includes an 
Elastomeric Sealing Bushing.
• Sealing bushings available for standard schedule 40 pipe 

or thin wall piping
• Versatile CP 681 tub box kit allows sealing bushing to be

installed from top or bottom
• Accepts a pass through 1-1⁄2" pipe or a standard 2" P-trap

direct connection to the coupling

Concrete on wood form for floors
Refer to Hilti product literature and the latest UL/cUL Fire
Resistance Directory details. Do not use for wall
applications.

1. Secure the coupling sleeve flange (the larger of the three
flanges) to the floor deck using nails or screws.

2. Using standard solvent cement on both plastic surfaces,
assemble the CP 681 Tub Box legs and sleeve to bottom
of the Tub Box as follows:

• Cement the two 3/4" PVC stabilizing legs to the
matching connecting area on the bottom side of the
CP 681 Tub Box.

• Cement the CP 681 Tub Box and larger PVC plastic
sleeve to the connecting area on the bottom side of
the CP 681 Tub Box.

• Secure the smaller leg flanges to the deck using nails
or screws.

3. Pour concrete to the proper height. CP 681 Tub Box
assembly is precut to the slab thickness.

4. After concrete is cured, remove the floor deck and foam
insert. Remove pressure test cap before installing drain
piping.

5. Install the tub drain/overflow assembly piping (plastic or
brass) through the CP 681 Tub Box and plastic coupling.
Insert proper elastomeric bushing into the bottom or top
of the CP 681 Tub Box assembly around the drain pipe.

Note: Install bushing before final drain/overflow
assembly if installing from the top side. Complete the
installation by installing branch and trap piping.

1 2 3 4 5

Put Hilti
Firestop
Cast-In
Solutions
to work.
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Product identifier: CP 681 Tub Box Kit
Product description: Tub sleeve flange contains CP 645 Wrap Strip (an intumescent firestop material)

Supplier: Hilti (Canada) Corporation, 6790 Century Avenue, Suite #300, Mississauga, Ontario L5N 2V8

Originator Hilti, Inc., P. O. Box 21148, Tulsa, Oklahoma, USA 74121

Emergency phone number: Chem-Trec: 1 800 424 9300

INGREDIENTS INFORMATION

Not applicable; considered to be a manufactured “article” as defined by the Controlled Products Regulations SOR/88-66.

PHYSICAL PROPERTIES

Appearance / Physical state: Rust colored putty-like strip. Odour: None.

Specific gravity (at 20ºC): Not applicable. Odour threshold: Not applicable.

Vapour pressure (at 20ºC): Not applicable. Vapour density: Not applicable.

Evaporation rate: Not applicable. Boiling point: Not applicable.

Freezing point: Not applicable. pH: Not applicable.

Coefficient of H20 / oil distrib: Not applicable. Solubility in water: Not applicable.

FIRE AND EXPLOSION DATA

Flash point / Method: Not applicable. Flammable limits: Not applicable.

Conditions of flammability: Not applicable. Auto-ignition temperature: Not applicable.

Means of extinction: Not applicable. As appropriate for surrounding fire (e.g. Water, CO2, Dry Chemical, Foam).

Special fire fighting procedures: None known. A NIOSH-approved self-contained breathing apparatus (SCBA) should be worn when fighting
fires involving chemicals.

Hazardous combustion products: None known.

Sensitivity to mechanical Not susceptible to mechanical impact or to a static discharge.
impact / static discharge:

REACTIVITY DATA

Stability: Stable.

Incompatible materials: None identified.

Conditions of reactivity: None known.

Hazardous decomposition products: Unknown.

TOXICOLOGICAL PROPERTIES

Routes of exposure: lN/A      lContact      lSkin absorption      lInhalation      lIngestion

Exposure limits: Not applicable.

Acute effects of exposure: None known or expected.

Chronic effects of exposure: None known.

Synergistic materials: None known.

FIRST AID MEASURES

Eyes: Not applicable.

Skin: Not applicable.

Inhalation: Not applicable.

Ingestion: Not applicable.

Other: Not applicable.
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CONTROL MEASURES AND PERSONAL PROTECTIVE EQUIPMENT

Engineering controls: General (natural or mechanically induced fresh air movements).

Eye protection: As appropriate for the work area.

Skin protection: Cloth gloves are suitable.

Respiratory protection: Not applicable.

Other: Practice good hygiene; i.e., wash after using and before eating or smoking.

PRECAUTIONS FOR SAFE HANDLING AND USE

Handling procedures and equipment: No special requirements. Follow installation instructions.

Storage requirements: Store in a cool dry area.

Spill, leak or release: Not applicable.

Waste disposal: No special requirements.

Special shipping instructions: None known.

REGULATORY INFORMATION

WHMIS classification: None. (Product is classified as a “manufactured article”.)

HMIS codes: Health 0, Flammability 0, Reactivity 0, PPE A

TDG shipping name: Not regulated.

PREPARATION INFORMATION / CONTACTS

Prepared by: Hilti, Inc., Tulsa, OK USA Emergency phone number: 1 800 424 9300

Customer Service: Hilti (Canada) Corporation, Mississauga, Ontario; 1 800 363 4458

Health / Safety contacts: Hilti, Inc., Tulsa, OK USA; 1 800 879 6000, Jerry Metcalf (x6704)

Abbreviations used: N/E = None Established. N/Ap = Not Applicable. N/Av = Not Available. HMIS: Hazardous Materials
Identification System

The information and recommendations contained herein are based upon data believed to be correct; however, no guarantee or warranty of any kind expressed
or implied is made with respect to the information provided.


